EXHIBIT C

Original Design Capacities of KIAC Cogeneration Plant


Heat Balance Drawings Provided by KIAC are as follows:

	Drawing No.
	Sheet No.
	Rev. No.
	Drawing Title

	JFK-MHB-101
	1
	0
	54 DEG. F STG Nominal Load

	JFK-MHB-101
	2
	0
	54 DEG. F Typical Cooling Load

	JFK-MHB-101
	3
	0
	54 DEG. F Typical Heating Load

	JFK-MHB-102
	1
	0
	54 DEG. F No Steam Load

	JFK-MHB-103
	1
	0
	90 DEG. F Summer Steam Load

	JFK-MHB-104
	1
	0
	40 DEG. F Max. Winter Load

	JFK-MHB-105
	1
	0
	54 DEG. F Fresh Air Firing

	JFK-MHB-106
	1
	0
	54 DEG. F Single GT Unfired Duct Burner

	JFK-MHB-106
	2
	0
	54 DEG. F Single GT Max. Fired Duct Burner

	JFK-MHB-107
	1
	0
	54 DEG. F Plant Max. Capacity

	
	
	
	



See Reference Documents.
Note: Consultant shall collect the additional information, including but not limited to, design drawings and documents, nameplate data of major equipment and systems, etc, required to establish original design capacities of thermal energy and electricity to be produced.
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