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BUILDING NAME HEIGHT    (Ft.) LAST FAÇADE 
ASSESSMENT

NEXT FAÇADE 
ASSESSMENT

FACILITY YEAR 
COMPLETED

PJS 2011

PJS 2011

PJS 2011

None

 MAJOR CONSTRUCTION PROJECTS SINCE 1993

Port Jersey - Port Authority Marine Terminal

FACILITY CONDITION SURVEY PROGRAM INVENTORY

POST CONSTRUCTION ASSESSMENTS

Code  Required Assessments

PA Assessments that are not required by code

Façade Assessments  required by code in NYC only 

Assessments required by code in New Jersey  only

VERTICAL TRANSPORTATION, BOILER & REFRIGERATION INVENTORY (NOT APPLICABLE)

FAÇADE ASSESSMENT SCHEDULE

MANDATED INSPECTIONS

DESCRIPTION ACTION TAKEN

BUILDINGS
BRIDGES TUNNELS

 PIERS &
WHARVES

 SIGN & LIGHT
STRUCTURES

LIGHT/CATENARY
POLES

Port Jersey South - Bayonne Dry 
Dock - Berth E2 - Sink holes

Cordon off platform, restrict all mooring 
and berthing activity was done , 
Relocate the seawater fire suppression 
system.

Port Jersey South – Berths S1, 
E1 & E2 – Damaged Wharf 
Structure and sinkholes

Cordon off platform, restrict all mooring 
and berthing activity was done, Relocate 
the fire suppression system.

Construct a temporary retaining 
structure

Port Jersey South - Berth N2- 
Deteriorated Berth Structure 

Stabilize the 186ft section of shoreline 
with gabion mattress.



PJS 2011

PJS 2011

PJS 2011

PJS 2011

AMT 2012

AMT 2013

PJN 2013

PJS 2013

PJS 2013

PJS 2013

PJS 2013

Port Jersey South - Berth N1- 
Deteriorated Berth Structure 

Repair  140' gap at bottom of timber 
lagging Bulkhead

Port Jersey South- Berth N2- 
Deteriorated berth Structure.

Stabilize the 250ft section of shoreline 
with gabion mattress.

PJS - South Berths sinkholes Seal the gaps and the joint with concrete 
patching material and backfill the area 

PJS - BLDG 100 - Partially 
detached canopy and spalled 
concrete column

Cordon off the areas - remove the 
damaged canopy and the deteriorated 
concrete 

AMT- Walkways C - Broken Pile

Restrict all access of Walkway C , it is 
also recommended to replace the 
broken pile and reattach the displaced 
bracing

Damaged walkways and roadway Restrict access to the damaged 
walkways and roadway and repair them

PJS- Berth S1, E1 & E2 - 
Deteriorated Wharf Structure

Cordon Off the Platform, Restrict all live 
load as well as all mooring and berthing 
activities at the platform 

PJS& AMT - Loose anchor bolt 
nuts & Broken Ballard

Tighten the loose nuts and replace the 
broken bollards in kind

PJN- Bldg 180 - Embankment 
erosion Backfill the two sections of erosion with 

crushed stone to prevent further erosion 

PJS - BLDG 110 - Severe 
Deteriorated Bldg Elements Restrict all access to the building 

PJS - Light Poles R65 & R45 - 
Unsecured Pole Arms Repair the connections
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